
Balloon Diameter(mm)

Balloon Length(mm)

Nominal Pressure(atm)

Rated Burst Pressure(atm)

Guidewire Compatibility(inch)

Catheter Length(mm)

Sheath Compatibility(F)

Proximal Catheter Diameter(mm)

1.5,2.0,2.5,3.0,3.5,4.0,5.0,6.0,7.0,8.0,9.0,10

20,40,80,120,150,210

8

14

0.014",0.018",0.035"

800,1200,1300,1500

5,6,7

0.89,1.2,1.75
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OTW & RX PTA Balloon Catheter

Specification

TM
Principal  
OTW & RX PTA Balloon Catheter

The effective solution to leg ischemia

www.pulinmed.com



1.  Specific balloon shape

Balloon with smaller diameter in distal and bigger diameter in 

proximal for long stenotic lesion below the knee

2. Superb crossibility

Small balloon crossing profile and hydrophilic coating provide 

a superb crossability for tight lesion and tortuous anatomy

3.  Laser bonding technology

Stepless and smooth transition intended to improve 

outstanding pushability and kink resistance

4. Double lumen design

Double lumen design provide enhanced pushability to reach 

and cross very distal target lesions

5.  Wide range of specification
Wide range of balloon diameters 1.5-10mm and lengths 20-

210mm cover all clinical needs

Three kinds of guidewire compatible 0.014"/0.018"/0.035"

OTW and RX options available

��1. Principle  PTA balloon catheter is intended to be 

used for the treatment of stenotic or occlusive lesions 

in various arteries, excluding coronary, cervical and 

cerebral vessels, to improve blood flow. 

2. It is also indicated for stent post-dilatation in the 

peripheral vasculature.

Application

The clinical evaluation of Principal™ balloon catheter based on a randomize, 

controlled, single-blind and multi-center clinical trail shows as follow: 

The technical success rate of experiment group(Principal™) is 98.2% meanwhile the 

control group is 100% (Newcombe 95%CI, -9.45%~4.80%;New Sato 95%CI, -5.19%~ 1.74%), 

there was no statistically significant difference between the two groups (P1=0.315; 

P2=0.317). We can draw a conclusion that the effectiveness of experiment group is as good 

as control group and the performance of Principal™ Peripheral Balloon Dilatation 

Catheter was not inferior to Passeo-35 (A peripheral dilatation catheter manufactured by 

BIOTRONIK AG).

Features

Digital Subtraction Angiography

Guide wire 
lumen

Inflation  
lumen

Clincal Study Report



Specification

TMPrincipal
OTW & RX PTA Balloon Catheter

20

06 030 020 080 1

06 035 020 080 1

06 040 020 080 1

06 050 020 080 1

06 060 020 080 1

06 070 020 080 1

06 080 020 080 1

06 090 020 080 1

06 100 020 080 1

40

06 030 040 080 1

06 035 040 080 1

06 040 040 080 1

06 050 040 080 1

06 060 040 080 1

06 070 040 080 1

06 080 040 080 1

06 090 040 080 1

06 100 040 080 1

80

06 030 080 080 1

06 035 080 080 1

06 040 080 080 1

06 050 080 080 1

06 060 080 080 1

06 070 080 080 1

06 080 080 080 1

06 090 080 080 1

06 100 080 080 1

120

06 030 120 080 1

06 035 120 080 1

06 040 120 080 1

06 050 120 080 1

06 060 120 080 1

06 070 120 080 1

06 080 120 080 1

06 090 120 080 1

06 100 120 080 1

150

06 030 150 080 1

06 035 150 080 1

06 040 150 080 1

06 050 150 080 1

06 060 150 080 1

06 070 150 080 1

06 080 150 080 1

06 090 150 080 1

06 100 150 080 1

Balloon Length(mm)

 Shaft Length 800mm, Guide Wire 0.035", OTW
Balloon 
Diameter
(mm)

3.0

3.5

4.0

5.0

7.0

9.0

10.0

6.0

8.0

Balloon 
Diameter
(mm)

Shaft Length 1200mm, Guide Wire 0.035", OTW

Balloon Length(mm)

1.5

2.0

3.0

4.0

2.5

20

06 015 020 120 1

/

/

/

/

40

/

06 020 040 120 1

06 025 040 120 1

06 030 040 120 1

06 040 040 120 1

80

/

06 020 080 120 1

06 025 080 120 1

06 030 080 120 1

06 040 080 120 1

120

/

06 020 120 120 1

06 025 120 120 1

06 030 120 120 1

06 040 120 120 1

150

/

06 020 150 120 1

06 025 150 120 1

06 030 150 120 1

06 040 150 120 1

20

06 015 020 150 1

/

/

/

/

40

/

06 020 040 150 1

06 025 040 150 1

06 030 040 150 1

06 040 040 150 1

80

/

06 020 080 150 1

06 025 080 150 1

06 030 080 150 1

06 040 080 150 1

120

/

06 020 120 150 1

06 025 120 150 1

06 030 120 150 1

06 040 120 150 1

150

/

06 020 150 150 1

06 025 150 150 1

06 030 150 150 1

06 040 150 150 1

Shaft Length 1500mm, Guide Wire 0.035", OTW

Balloon 
Diameter
(mm)

Balloon Length(mm)

1.5

2.0

3.0

4.0

2.5

Balloon 

Diameter

(mm)

Shaft Length1200mm, Guide Wire 0.014", RX

Balloon Length(mm)

1.5

2.0

3.0

4.0

2.5

20

06 015 020 120 2

/

/

/

/

40

/

06 020 040 120 2

06 025 040 120 2

06 030 040 120 2

06 040 040 120 2

80

/

06 020 080 120 2

06 025 080 120 2

06 030 080 120 2

06 040 080 120 2

120

/

06 020 120 120 2

06 025 120 120 2

06 030 120 120 2

06 040 120 120 2

150

/

06 020 150 120 2

06 025 150 120 2

06 030 150 120 2

06 040 150 120 2

20

06 015 020 120 2

/

/

/

/

40

/

06 020 040 150 2

06 025 040 150 2

06 030 040 150 2

06 040 040 150 2

80

/

06 020 080 150 2

06 025 080 150 2

06 030 080 150 2

06 040 080 150 2

120

/

06 020 120 150 2

06 025 120 150 2

06 030 120 150 2

06 040 120 150 2

150

/

06 020 150 150 2

06 025 150 150 2

06 030 150 150 2

06 040 150 150 2

Shaft Length 1500mm, Guide Wire 0.014", RX

Balloon 

Diameter

(mm)

Balloon Length(mm)

1.5

2.0

3.0

4.0

2.5

Balloon 

Diameter

(mm)

Balloon Length(mm)

1.5/2.0

2.0/2.5

2.5/3.0

3.0/3.5

3.5/4.0

210

06 152 210 120 1

06 225 210 120 1

06 253 210 120 1

06 335 210 120 1

06 354 210 120 1

Balloon 

Diameter

(mm)

Balloon Length(mm)

1.5/2.0

2.0/2.5

2.5/3.0

3.0/3.5

3.5/4.0

210

06 152 210 120 2

06 225 210 120 2

06 253 210 120 2

06 335 210 120 2

06 354 210 120 2

Shaft Length 1300mm, Guide Wire 0.035", OTW

20

06 030 020 130 1

06 035 020 130 1

06 040 020 130 1

06 050 020 130 1

06 060 020 130 1

06 070 020 130 1

06 080 020130 1

06 090 020 130 1

06 100 020 130 1

Balloon 
Diameter
(mm)

3.0

3.5

4.0

5.0

6.0

7.0

8.0

9.0

10.0

40

06 030 040 130 1

06 035 040 130 1

06 040 040 130 1

06 050 040 130 1

06 060 040 130 1

06 070 040 130 1

06 080 040 130 1

06 090 040 130 1

06 100 040 130 1

80

06 030 080 130 1

06 035 080 130 1

06 040 080 130 1

06 050 080 130 1

06 060 080 130 1

06 070 080 130 1

06 080 080 130 1

06 090 080 130 1

06 100 080 130 1

120

06 030 120 130 1

06 035 120 130 1

06 040 120 130 1

06 050 120 130 1

06 060 120 130 1

06 070 120 130 1

06 080 120 130 1

06 090 120 130 1

06 100 120 130 1

150

06 030 150 130 1

06 035 150 130 1

06 040 150 130 1

06 050 150 130 1

06 060 150 130 1

06 070 150 130 1

06 080 150 130 1

06 090 150 130 1

06 100 150 130 1

Balloon Length(mm)

Princeton Medical Scienti�c Co., Ltd
Room503, Building C, No.8 Fukang West Street, 
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Conical Balloon, Shaft Length 1200mm, Guide Wire 0.018", OTW

Conical Balloon, Shaft Length 1200mm, Guide Wire 0.014", RX

1639
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